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PRIMA RESINA 
Resin anchoring to the water, single component, For supports 

of a siliceous nature with little or no absorption (such as 

ceramic, stoneware, porcelain stoneware, glass, ...) 

Description  

 
PRIMARESINA And a resin anchoring to the water, single component, to base Of 

special polymers. Applied as is on siliceous building surfaces with little or no 

absorbency (type ceramic or glass), realize The bottom Of anchoring optimal For 

subsequent finishing coatings (varnishes, enamels and paints), whether coloured or 

transparent. 

Use  

 
As an anchoring base (primer) for glossy ceramic, stoneware, porcelain stoneware, 

glass, etc. supports; for the direct adhesion of subsequent resin coatings (whether 

coloured or transparent) and of various types (water-based acrylic, polyurethane, 

epoxy, both solvent-based and water-based). 

In case of coverings of a different nature than those indicated, please refer to our 

Technical Office before use. 

Advantages  

 
• Easy application by means of the use Of roller or brush or airless. 

• Product ecological to base waterfall 

• Ready to use 

• Extraordinary candies adhesive 

Mode Of use  

 

Surface quality 

The support must to result stable, free from dirt, efflorescence, humidity, oils, fats, etc. 

If necessary, any traces of previous treatments that could compromise the adhesion of the 

product must be removed using suitable machinery. 

 
Preparation of the product 

The product And ready for use. Mix manually Before of the application. 

 
Application of the material 

PRIMARESINA can be applied by roller, spray or brush. Apply the product evenly over the 

entire surface. 

 
Times Of overpaintable (to temperature Of about 23° UR 60 - 65%) 

• coverings to the water: After 4-5 hours (Not beyond 24 hours); 

• coverings to the solvent: After 24 hours 
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Data technicians  

 

PARAMETER VALUE 

Typology single component 

Weight specific 1.05 g/cm3 ± 0.05 

Consumption 100-120 g/m 2 

Temperature Of application from + 10 to + 35 °C 

Drying ( 25 °C, 60-65% (UR) Surface smooth Not absorbent = 4-5 hours 

Surfaces Of application Ceramic shiny, stoneware, panels in 
polyurethane 

Storage 1 year to temperature included Between +5 And 
+35 

°C distant from humidity And frost 

Membership Ceramic shiny = 2, 5 MPa 

Stoneware porcelain = 3.5 MPa 

Ceramic For external Not leveled = 2.5 Mpa 

Ceramic antifreeze = 2.5 MPa 

Concrete > 2 MPA (break support) 

Panels in polyurethane = 0.8 MPa (support 

break ) 

Packages  

 
Kg 1- 3 - 5 

Warnings  

 
Not apply to temperatures inferior to 10 °C. Not apply on surfaces on surfaces wet or 

frosts. Keep For a year the packages whole In the They packaging original, in a dry 

environment at a temperature between +5 and +35 °C away from humidity and frost. In 

case of contact with eyes, rinse thoroughly with water and consult a doctor immediately. 

Use protective clothing. 

Voice Of specifications  

 
Priming Of surfaces builders Of nature siliceous to rare or null absorption with anchoring 

resin to base Of polymers to the waterfall type PRIMARESINA–Naici-, applied to roller, 

brush or airless for an average consumption of approximately 100-120 g/m², for 

overpainting with enamels, resins, paints and varnishes (transparent or coloured, both 

water-based and solvent-based). 

 
 
 
 
 
 
 
 
 

 

NAICI, in addition to its sales offices, offers its customers a TEAM OF STAFF 

SPECIALIZED For the assistance technique And the possible application of the 

product. 
 

There present form And in base to the ours best knowledge on the product. Not being able to exercise any check on the application 
of the same and there are multiple variations of use, NAICI assumes no responsibility for the use of the product. Always do 
reference to the latest updated version of the technical sheet, available on the website www.naici.it 
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